PD3400 SERIES

Semi-Automatic Switchover Manifold

Specialty Gas Equipment

PD3416BK-DHK (with optional vent valves)
Note: Pigtails ordered separately. Please see page 121.

Materials

* Body Brass or Stainless Steel
* Seat PCTFE

* Panel Aluminum

¢ Panel inlet connections 1/4” MNPT

¢ Panel outlet connections  1/4” GENLOK

GENTEC® PD3400 Series Specialty Gas Control Panel is
a Semi-Automatic Changeover System which provides
for continuous gas supply without interrupting the
system during cylinder changeout. When the primary
bank is nearly depleted, a changeover will occur. The
reserve bank will then begin to supply gas to the
alternate cylinder. The inlet valve on each bank
provides the user additional safety while replacing

the cylinder(s) on the empty bank before the next
changeover occurs. The HP vent valves may be used to
purge the lines of any residual contamination. The line
regulator executes a second stage pressure reduction,
providing a consistent outlet pressure and flow.

Available in both Brass and Stainless Steel.

Product Features

* Panel Mounted

* Semi-Automatic Changeover

* Dual-stage pressure reduction minimizes pressure and
flow fluctuation

* All components are mounted on a single panel for easy
maintenance

* Diaphragm valve connections are orbital welded to minimize

contamination and leakage. (Note: Stainless steel models only)

Specifications

* Maximum inlet pressure: 3000 psig

* Maximum outlet pressure: 150 psig

* Operating temperature range: -40°C to 74°C or
-40°F to 165°F

* Leak rate: 2x10® atm.cc/sec He

*Cv: 0.08
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Ordering Information
EX: PD34 1 6 S- K- D- H K- Vv
Series Diaphragm Valve  Inlet Body Seat Max. Inlet Max. Outlet Gauge Options
Configuration Connection Pressure Pressure
*PD34: 1: Inlet/outlet/vent 6: 1/4” MNPT : B: Brass K: PCTFE : D: 3000 psig : K: 50 psig K: psig / kPa Blank: Standard
3. Inlet/outlet S: Stainless 1: 100 psig P: psig / bar V: Waste gas
steel H: 150 psig disposal
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